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T-835  ROADWAY DRAINAGE MAINTENANCE (05/07) 
 
 

835.01  Description 
 

This work consists of providing post haul drainage on roads. 
 

835.02  Maintenance Requirements 
 

A.  Drainage 
 

1.  Upon completion of work, shape the roadway to provide for the removal of 
surface water.  The roadway need not be passable to vehicles. Repair and 
reinstall water bars, barriers or berms existing prior to the Purchaser's 
operation.  Areas where water is ponded by existing centerline profile sags in 
through cuts may be left untreated. 
 
2.  Continuous blade shaping of the roadbed is not required under this 
specification. 
 
3.  Work to be done at staked locations shall be as indicated on the stake 
and/or stated in SUPPLEMENTAL SPECIFICATIONS: 
 
4.  Any of the following methods are acceptable for use at eroded or rutted 
locations: 
 

Method A:  Outsloping the roadbed at not less than ½ inch per yard of 
width. 
 
Method B:  Insloping the roadbed at not less than ½ inch per yard of 
width. 
 
Method C:  Water bar roadbed at locations staked on the ground and 
construct as SHOWN ON THE DRAWINGS or as included in 
SUPPLEMENTAL SPECIFICATIONS.  
 

5.  Drainage structures located in through fills and natural watercourses shall 
be fully functional without obstructions, including inlet and outlet channel 
within 20 feet of the structure. 
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6.  Either clean culverts and other fabricated structures to provide drainage 
from road ditches and make the ditch functional or provide water bar(s) across 
the roadbed.  Removed structures shall become Purchaser's property to be 
removed from National Forest System land.  Remove and replace any 
purchaser-installed temporary drainage structures with a water bar. 
 

B.  Slides, Slumps and Slough 
 

1.  Slides and slough may be left in place, provided they do not potentially 
impound water or divert water from watercourses.  As necessary, reshape the 
various surfaces to provide drainage. 
 
2.  Provide drainage to effectively decrease or eliminate the entry of surface 
water into slides, slumps, and roadbed surface cracks.  Place berms, 
waterbars or ditches as needed to intercept and remove runoff water from the 
roadbed.  Surface seal cracks by covering over with native soil materials to 
prevent additional water entry and compact with equipment tires. 
 

C.  Entrance Devices 
 
Upon completion of work, replace entrance devices to effectively eliminate access by 
motorized vehicles having four (4) wheels and a width in excess of 50 inches. 
 
D.  Seeding 
 
Seed and fertilize all disturbed areas in accordance with requirements set forth in 
Section T-841. 


